3006 plus

D+9mm

Used symbols

d [mm] Shaft diameter

D [mm] Hub inside diameter

M, [Nm] Max. transmittable torque F..=0

F.o [kN] Max. transmittable axial force M,=0

pw [N/mm?] Average pressure on the shaft

pn  [N/mm?] Average pressure on the hub

L [mm] Lenght of the pressure ring

L, [mm] Distance of the pressure ring

L2 [mm] Width of the locking device without screws

L, [mm] Width of the locking device with screws

z Number of clamping screws

S Size of the clamping screws

M, [Nm] Tightening torque of the clamping screws

Recommended tolerances & surfaces m

Shaft h8 / Rz10 1| Sleeve

Hub H8 /Rz10 2 | Pressurering
3| Screw

Bending loads

Bending moment (share) Mg max=0,3* M,
Bending angle max. 5’

More properties

+ axial displacement during assembly
+ good self-centering
+ low self-locking

Ordering information: TAS 3006/d/D plus (e.g: TAS 3006/150/200 plus ...
further sizes on request)
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3006 plus

Product catalog

d D Ml‘ Fax pW
mm mm Nm kN N/mm?
20 x 47 260 27 208
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Pn Zz S m,
N/mm? | Pcs Nm
88

5 M6 x 020 17
5 Mé x 020 17
5 M6 x 020 17
6 M6 x 020 17
6 M6 x 020 17
6 M6 x 020 17
8 M6 x 020 17
8 M6 x 020 17
8 M6 x 020 17
8 M6 x 020 17
8 M8 x 025 4
8 M8 x 025 4
8 M8 x 025 4
8 M8 x 025 4
9 M8 x 025 M
8 M10x 030 83
8 M10x 030 83
8 M10x 030 83
9 M10x 030 83
9 M10x 030 83
10 M10x030 83
9 M12x 035 145
9 M12x 035 145
9 M12x 035 145
9 M14 x 040 230
9 M14 x 040 230
10 M14x040 230
12 M14x040 230
12 M14x040 230
12 M14x040 230
12 M16x050 355
12 M16x050 355
12 M16x050 355
15 M16x050 355
18 M16x050 355
16 M18x060 485
18 M18x060 485
18 M20x060 690
21 M20 x 060 690
18 M22x060 930
21 M22 x 060 930
21 M22 x 060 930
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L, L, L, Weight
mm  mm mm kg
22 30 36 03

22
22
22
22
22
22
22
22
22
25

25
2
25
25
29
30
30
30
29
29
32
32
31
40
40
40
40
50
50
50
50
56
56
56
66
66
81
81
94
94
9%

30
30
30
28
30
28
30
30
30
34

34
34
34
34
0
4
0
Q1
I
I
46
46
46
57
57
57
57
67
67
67
67
75
75
76
87
87
104
104
120
120
120

36
36
36
34
36
34
36
36
36
i)

42
4
4
4
51
52
51
51
51
51
58
58
58
71
71
A
71
81
81
83
83
91
91
93
105
105
124
124
142
142
142

03
0,35
03
04
0,35
04
04
0,5
0,40
038
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83
838
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58,71
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