3015

Used symbols

d [mm] Shaft diameter

D  [mm] Hub inside diameter

M, [Nm] Max. transmittable torque F.=0

F,. [kN] Max. transmittable axial force M,=0

py [N/mm?  Average pressure on the shaft

py  [N/mm?  Average pressure on the hub

L [mm] Lenght of the sleeve

L [mm] Width of the locking device without screws
L, [mm] Width of the locking device with screws
V4 Number of clamping screws

S Size of the clamping screws

M, [Nm] Tightening torque of the clamping screws

Recommended tolerances & surfaces

Shaft h8/Rz10
1 19
Hub H8 / Rz10 e
2 | Pressurering 1
Bendi
ending loads 4 | sqew
Bending moment (share) M, max=0,3* M,
Bending angle max. 57
+ low axial displacement during assembly
+ good self-centering o )
« low self-locking Ordering information: TAS 3015/d/D (e.g: TAS 3015/150/200 ...

www.tas-schaefer.de

o peigutin |

further sizes on request)
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240
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300
320
340
360
380
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420
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225
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260
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325
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455
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595
615
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655
675
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Nm

6900
9800
12200
18200
20000
24000
33100
38200
40900
46600
62300
66000
74300
97100
110000
161000
174000
219000
251000
334000
355000
469000
495000
574000
657000
689000
720000
782000
815000
950000
986000
1096000
1135000
1174000
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364
364
401
510
547
547
583
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2610
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3915
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200
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185
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179
179
179
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144
170
148
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167
196
195
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170
160
152
159
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157
151
150
144
155
150
155
149
144
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m
m
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m
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24
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30

M10x 055
M10x 055
M10x 055
M12 x 060
M12 x 060
M12 x 060
M12x 065
M12x 065
M12 x 065
M12 x 065
M14x 075
M14x 075
M14x 080
M14 x 080
M16x 090
M16x 090
M16x 090
M20x 100
M20x100
M20x 110
M20x 110
M22x 130
M22x 130
M22x 130
M22x 130
M22x 130
M22x 130
M22x 130
M22x 130
M22x 130
M22x130
M22x 130
M22x 130
M22x 130

83

83

145
145
145
145
145
145
145
230
230
230
230
355
355
355
690
690
690
690
930
930
930
930
930
930
930
930
930
930
930
930
930
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50
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60
60
65
65
65
65
78
78
88
88
9%
9%
96
9
96
124
124
140
140
140
140
140
140
140
140
140
140
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140

60
60
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70
70
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79
79
79
92
92
102
102
108
108
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110
110
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157
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70

82

82
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91

91

91

91

106
106
116
116
124
124
124
130
130
156
156
179
179
179
179
179
179
179
179
179
179
179
179
179

Pw Pn z S M, L L, L, Weight
N/mm? N/mm? | Pcs. Nm mm mm mm kg
187 95 8 83 50 60 70 2,2

25

28

4,0

44

46

6,2

6,6

70

75

103
10,9
142
14,8
19,0
20,2
218
284
30,0
44
497
66,3
70,0
734
76,7
79,9
83,2
82,8
89,8
93,1
9,3
100
103
106

166

TAS Schéafer GmbH - Osterfeldstral3e 75 « 58300 Wetter



	Product overview
	Description of function
	Basic-Design
	Basics-Calculation
	Hub-Calculation
	Hub Outside Diameter
	3003 plus
	3003
	3006 plus
	3006
	3012
	3014
	RB
	3015
	3015.1
	3015 DK
	3015.1 DK
	3020
	4006
	8006
	TAS 110
	TAS 130
	TAS 131



